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A. One4”tangentialinletpipeforconnectiontovacuumproducer.
B. Largesteelaccessdoorswithone-piecehingeandadjustabledraw

tightlatchassembly.
C. Connectincomingairwithdirtanddebrisfromvacuumsystemhere.
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Rail-Vac
Compact Industrial Vacuum

RAIL-VAC,TURBINEANDELECTRICALDATA

RAIL-VAC
MODEL#

3Phase
TEFCEnclosed
MotorData

CFM
Line
Volt
AC

Hg HP
Aprox.

VacHose
Users

Stage
Complete

Unit
Weight

C130-0101 10HP60HZ
3600RPM

475
208
230
460

4.2” 10 2-6 3 800#

C130-0105 10HP60HZ
3600RPM

400
208
230
460

5.5” 10 2-6 4 850#

C130-0109 10HP60HZ
3600RPM

350
208
230
460

6.0” 10 2-6 5 900#

C130-0113 10HP60HZ
3600RPM

300
208
230
460

6.5” 10 2-6 6 950#

RAIL-VACSEPARATORDATA
SEPARATOR
MODEL#

Type
FilterBag

Area
Filter
Bags

Bag
Dia.

Bag
Length

Dirt
Bucket

Material
Wt.
Lbs.

C314-3001
Forusewith
10HP-15HPmodels

FilterBag 60sq.ft. 10 6” 22” 17gal.
12ga
Steel

275

**3stage-55”long
 4stage-58”long
 5stage-61”long
 6stage-64”long


